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Optical Encoders

SERIES 62M
Magnetic Detent

FEATURES
• Ultra Smooth Magnetic Detent
• 10 Million Rotational Cycles,

Ten Times the Life of a Mechanical
Detent System

• Optional Integrated Pushbutton
• Available in  24 Positions
• Choice of Cable Lengths

Applications
• Medical
• Audio
• Instrumentation

DIMENSIONS In inches (and millimeters)

Stripped Version
Cable
Version

Pinned
Version

SWITCH SCHEMATIC

6

5

4

3

2

1

POWER (5V)

OUTPUT A

OUTPUT B

PUSHBUTTON

PUSHBUTTON

GROUND

*EXTERNAL 2.2k  PULL-UP RESISTORS REQUIRED FOR OPERATION.

R*

R* 200

1.034 ±.015
26,26 ±0,38[ ]

.375
9,53[ ]

Ø 1.100
27,94[ ]

.570
14,48[ ]

.315 ±.015
8±0,38[ ]

.255
6,48[ ]

.720 ±.015
18,29 ±0,38[ ]

.686
17,42[ ]

.100
2,54[ ]

Ø .249 ±.001
6,32 ±0,02[ ]

.236 ±.004
5,99 ±0,1[ ]

±.204.000

.217 ±.002
5,51 ±0,05[ ]

*TOLERANCES ±.010 U.O.S.

3/8-32 UNEF-2A THREADS

4.000 ±.20

CONNECTOR IS
AMP P/N 640442-6
OR EQUIVALENT
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Optical Encoders

SPECIFICATIONS
Environmental Specifications
Operating Temperature Range: -400 C to 850 C
Storage Temperature Range: -550 C to 1000 C
Humidity: 96 hours at 90-95% humidity
at 400 C
Mechanical Vibration: Harmonic motion with
amplitude of 15 g, within a varied frequency of
10 to 2000 Hz
Mechanical Shock:
Test 1: 100 g for 6 ms half-sine wave with a
velocity change of 12.3 ft/sec
Test 2: 100 g for 6 ms sawtooth wave with a
velocity change of 9.7 ft/sec

Rotary Electrical and
Mechanical Specifications
Operating Voltage: 5.00±.25 Vdc
Supply Current: 30 mA maximum at 5 Vdc
Output: Open collector phototransistor,
external pull-up resistors are required
Output Code: Two-bit quadrature, channel A
leads channel B by 900 electrically during
clockwise rotation of the shaft
Logic Output Characteristics:
Logic high signal shall be no less
than 3.0 Vdc
Logic low signal shall be no greater
than 1.0 Vdc
Minimum Sink Current: 2.0 mA
Power Consumption: 150 mW maximum
Mechanical Life: 10 million rotational cycles of
operation. One cycle is a rotation through all
positions and a full return

Tolerances: H=1.70 ± 1.00 in-oz, M=1.25 ±
0.75 in-oz, L=0.75 ±  0.5 in-oz
Mounting Torque: 15 in-oz maximum
Shaft Pull-Out Force: 45 lbs minimum
Terminal Strength: 15 lbs minimum terminal
pull-out force for cable or header termination
Solderability: 95% free of pin holes and
voids

Pushbutton Electrical and
Mechanical Specifications
Rating: 10 mA at 5 Vdc
Contact Resistance: <10 ohms
Life: 3 million actuations minimum
Contact Bounce: <4 ms make,<10 ms
break
Actuation Force: 2=200±75 grams,
3=300±90 grams, 4=510±150 grams
Shaft Travel: .25 ± .010 inches

Materials and Finishes
Bushing: Zinc Diecast, Cadmium Plated per
QQP-416, Class II, Type II
Insert Molded into 25% Glass Reinforced
Nylon Zytel FR-50
Shaft: NdFeB XE-3594 over Grilamid
LV23H
Stator: Powdered Metal per F-0000-20

Through Bolts: 305 Stainless Steel
Through Bolts Nuts: Stainless Steel
Spacer Washer: Brass
Snap Dome: Stainless Steel
Printed Circuit Boards: Nema Grade FR4,
Double Clad with Copper, Plated with Gold
over Nickel
Infrared Light Emitting Diode Chips:
Gallium Aluminum Arsenide
Silicon Phototransistor Chips: Gold and
Aluminum Alloys
Resistor: Metal Oxide on Ceramic Substrate
Solder Pins: Brass, Plated with Tin
Code Rotor: Acetal (Delrin 100)
Code Housing: Polyamide Polymer (Nylon
6/10 Alloy)
Backplate Strain Relief: Hiloy-610
Cable: Copper Standard with Topcoat in
PVC Insulation (Cabled Versions Only)
Connector: PA4.6 with Tin Plated Copper
Alloy (Cable/Connector Versions)
Label: TT406 Thermal Transfer Cast Film
Solder: Sn/Ag/Cu, Lead Free, No Clean
Mounting Hex Nut: Tin/Zinc Over 1/2 Hard
Brass
Lockwasher: 8-18 Stainless Steel,
Passivate Finish
Pin Header: Hi-Temp Glass Filled Thermo-
plastic UL94V-0, Phosphor Bronze (Pinned
Versions Only)

WAVEFORM AND TRUTH TABLE

62MXX-XX-040X

Series
Angle of Throw:  15 = 150  for code change and 24 detent positions

Rotational Torque: H=High Torque (1.70 in-oz), M=Medium Torque (1.25 in-oz),
L=Low Torque (0.75 in-oz)
Pushbutton Option: 0=Non-Pushbutton, 2 = 200 grams, 3 = 300 grams, 4 =
510 grams

Cable Termination: 040 = 4.0in. Cable is terminated with Amp Connector P/N 215083-6. See Amp
Mateability Guide for mating connector details.
*Eliminate cable length if ordering pins (Ex: 62M22-42-PH)

Termination: CH =.100 Cable with connector, SH = Cable with Stripped-End, PH = Pin Header

OUTPUT
A

OUTPUT
B

HIGH

LOW

HIGH

LOW

POSITION NUMBER

1       2        3        4       5        6

Clockwise Rotation

Position
1

2

3

4

•
• •

•

Output A Output B

• Indicates logic high; blank indicates logic
low. Code repeats every 4 positions.
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	Dip Switches
	Surface Mount Technology
	76HP - Side Actuated, PIANO-DIP
	78H - SPDT, DPST 
	90HB - SPST, Low Profile 
	97 - Half Pitch

	Thru-Hole
	76 - SPST Rocker
	76 and 78 - DPDT
	76 and 78 - SPDT
	78 - SPST to 4PST Slide 
	78C - Right Angle Option 
	79A and 79C - Linear Action Tap & Circuit Selector 
	79B - Linear Action, Coded Output 
	90B - Machine Insertable MIDIP 
	94H - Binary Coded
	94R - Economical, Binary Coded

	Accessories

	IO
	IO Modules
	AC Output - 70L, 70G, 70, 70M
	DC Output - 70L, 70G, 70, 70M
	Dry Contact & Mechanical Relay Output - 70L, 70G, 70, 70M
	Manual Override Output - 70L, 70G, 70, 70M
	AC Input - 70L, 70G, 70, 70M
	AC/DC Input - 70L, 70G, 70, 70M
	DC Input - 70L, 70G, 70, 70M
	Contact Closure DC Input - 73L, 73G
	Analog Voltage & Current Output - 73L, 73G
	Analog Voltage Input Modules - 73L, 73G
	Analog Current Input - 73L, 73G
	Thermocouple Input - 73L, 73G 
	RTD Input - 73L, 73G

	Controllers
	Ethernet - OpenDac
	ModBus - OpenDac
	LT - OpenDac
	ProfiBus - OpenDac
	MicroDac - System 50
	MicroLT - System 50

	Racks
	4 Channel - 70, 70G
	8 Channel - 70L 70G, 70, 70M
	16 Channel - 70L 70G, 70, 70M
	24 Channel (In-Line) - 70L 70G, 70, 70M
	24 Channel - 70L70G, 70, 70M
	32 Channel - 70G
	32 Channel (Parallel) - 72

	Network Interfaces
	Parallel Bus - 72
	Communication Converter - 72

	Accessories
	Cable Assemblies
	Fuse Kits
	Jumper Bars
	Test Modules


	Keypads
	Dome
	82 - Lightable, Stackable 
	83 - .500" Centers 
	84 - .750" Centers 
	84B - Insertable Legends, Backlit, Sealed 
	84BL - Backlit, Sealed Construction
	84LS - Sealed Construction 
	84S - Insertable Legend, Screen Print 
	86 - Flange Mounted 
	87 - Low Profile
	88 - Flange Mountd Splash Resistant 

	Conductive
	96 - Conductive Rubber

	Vandal Resistant
	37F - Vandal Resistant, Piezo 
	84R - Rugged Construction, IP 67

	Custom
	Accessories
	Insertable Legend Sheets
	Panel Seal Gaskets
	Dry Transfer Legends
	Clear Window Overlays


	Mechanical Encoders
	25 - Multideck 
	25L - Hex, Gray, Quadrature Code
	26 - Binary and Gray Code 
	51 - Binary and Binary Complement Code 
	71 - Binary Code
	Accessories

	Mobile Computers
	DuraMax H
	DuraMax HG
	DuraMax T

	Optical Encoders - Human Interface
	Joystick
	60A - Multi-function Joystick / Encoder 
	60C - Multi-Function Jostick / Encoder, Economical

	High Resolution
	61K & 61R - High Resolution, 4-pin or 5-pin
	61L - Full Quadrature Cycle per Detent

	Low Resolution
	61A - Absolute Position Sensing 
	61M - Simulated Mechanical Rotary Output 
	62A,V,D - 1/2" Package 
	62AG - Price Competitive Solution
	62B - Push-Pull, High Torque
	62C - Concentric Shaft 
	62F- Knob Illumination 
	62H - High Torque, Concentric Shaft 
	62HN - High Torque, Non-Turn Dedicated Pushbutton Shaft 
	62HR - High Torque, Redundant Output 
	62HS - High Torque 
	62M - Magnetic, Long-life Detent 
	62N - Non-Turn Dedicated Push-button Shaft 
	62P - Low Cost, PC Mount 
	62R - 1/2" Package, Redundant Circuitry 
	62S - Compact, 1/2" Package Interface
	65 - Optical Encoder Interface
	Thumbwheel
	62T - Thumbwheel 


	Accessories

	Optical Encoders - Machine Interface
	63A - High Resolution, Absolute Position Sensing 
	63K - High Resolution, 4-pin 
	63R - High Resolution, 5-pin
	63Q - High Resolution, Ball Bearing 
	63T - High Resolution, Thru-Shaft

	Pushbuttons
	Butt Contact
	04 - Joystick
	30 - Snap In, Panel Mount
	30 & 46 - Decorator Line 
	30 & 46 - Snap In 
	32 - Stackable with LED 
	38BM, BC - Horizontal 
	38BT, 38BH -Horizontal 
	38BT, 38BC - Vertical 
	38C - Miniature 
	38D - Alternate Action
	38E - Sealed Snap Action Miniature
	38F - Sub-Miniature
	38G - Sealed Sub-Miniature 
	38H - Sealed Surface Mount Sub-Miniature 
	39 - Dual Circuit 
	39 - Miniature, PC Mount
	39 - Miniature, Limit
	39 - Miniature, Panel Mount

	Snap Action
	7, 2000 - Audible Click

	Wipe
	23 - Momentary Contact 
	46 - Bushing & Button Seal
	10, 4000 - Momentary with Positive Feel 

	Accessories
	Decorative Mounting Nuts
	Button Caps & Guard
	Pendant Housing & Caps


	Rockers
	47A - Miniature, Paddle Switches 
	47B - Sealed Miniature, Paddle Switches 
	47C - Sub-Miniature 
	47D - Sealed Sub-Miniature, IP67

	Rotary Switches
	Single Deck
	19 - 2" Diameter, 15 Amp
	24 - 1" Diameter, 1 Amp, .580" Behind Panel 
	50, 51 - 0.5" Diameter, 200mA, .698" Behind Panel
	56 - 0.5" Diameter, 200mA, .355" Behind Panel 
	75 - 0.3" Diameter, 200mA
	5000 - 1" Diameter, 1 Amp, .470" Behind Panel

	Multi Deck
	08, 09 - 0.5" Diameter, 1/4 Amp, PC Mount Opt.
	42,43,44,54 - 1" Diameter, 1 Amp
	53, 57, 59 - 1.125" Diameter, 1/4 Amp
	71 - 0.50 - 0.75" Diameter, 1/4 Amp

	Keylock
	44L - High Current, 5 Amp 
	58 - Single Deck, Antistatic
	71J, 71L - Multi-Deck, Antistatic

	Special Function
	08,09,42,44,50 - Spring Return
	09,42,44,50,51 - Isolated Position

	Accessories
	Non-Turn Washers
	Screw Terminal Adapter
	Internal Tooth Lockwasher
	Panel Seal Kit
	PC Mount Accessory
	Knobs


	Tact Switches
	95C04 - 6mm x 3.5mm
	95C05 - 5mm Square
	95C06 - 6mm Square, Non-Washable
	95C12 - 12mm Square
	95CW06 - 6mm Square, Washable

	Toggle Switches
	34A - Miniature, UL Recognized
	34B - Sealed, Miniature, IP67
	34C - Sub-Miniature, UL Recognized
	34D - Sealed Sub-Miniature, IP67
	34E - Sealed Surfact Mount, IP67




